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Providing safety and service

Company Profile

Chongqing DESO Lifting is a comprehensive company specialized in designing,
manufacturing and distribution of lifting material and rigging hardware with
ISO9001:2015 certified; our products are widely used for operations of heavy duty
lifting, rigging, fastening, and material handling in mines, oil rigs, mills, docks, and on
ships. All the products we provide can be certified by registers BV, ABS, Lloyd’s, etc.

Our products exported to Europe, America, Australia, South-eastern Asia, Africa etc,
we won a good reputation by supplying high quality and reasonable price as well as
professional and efficient service.

We got production team committed to the developing and manufacturing high
quality products, also a very professional sales team knowing international trade well
and have a good knowledge of the lifting material which can provide you best advice
and support.

When buying from DESO, you are buying more than products, you are buying quality
and service!l!
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G100 CHAIN FITTING

The Generation of hié‘l Performance
Overhead Lifting Equipment




Providing safety and service

G100 MASTER LINK (DS1001)

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

VVV VYV YVYYVY

DS1001-06 100 60 11 1.4 0.23

DS1001-86 120 70 14 2.5 0.4

DS1001-108 140 80 17 4 0.7

~ DS1001-1310 160 95 22 7.5 1.5
DS1001-16 190 110 25 10 2.2

< DS1001-1613 180 100 27 12,5 2.51
DS1001-2016 240 140 32 17 5.1

DS1001-2220 250 150 38 25 7.2

DS1001-2622 250 150 41 26.5 8.3

DS1001-3226 300 180 45 37 11.8

G100 MASTER LINK ASSEMBLY (DS1002)

Forged Super Alloy Steel -Quenched And Tempered

Master Link Forged,Sub Link Welded

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

VV YV VYV YVYYVYYVY

DS1002-06 150 90 19 120 70 14 3.5 1.8

4 DS1002-08 160 95 22 140 80 17 5 3
= DS1002-10 200 120 30 160 95 22 11.5 6.5
DS1002-13 250 150 40 190 110 25 17 15
n DS1002-16 300 200 50 200 120 32 28 23
DS1002-18 300 200 55 250 150 42 35 32
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G100 EYE TYPE SELFLOCK HOOK (DS1003)

VVV VYV YVYYVY

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

- DS1003-06 | 43 21 | 28 | 70 | 20 | 110 | 141 1.4 0.5
DS1003-07 | 52 27 | 31 | 81 | 26 | 127 | 182 1.9 0.72

g DS1003-08 | 52 27 | 36 | 90 | 30 | 137 | 175 25 0.9

oA .| DS1003-10 | 645 | 345 | 45 | 108 | 40.5 | 170 | 212. 4 15
7 DS1003-13 | 80 | 40 | 53.6 | 138. | 53.5 | 209 | 270 6.7 2.7
))) DS1003-16 | 104 | 50 | 61 | 170. | 62 | 256 | 333 10 5.7
= DS1003-20 | 120 | 60 | 765 | 192. | 66 | 277 | 369 16 7.9
M DS1003-22 | 134 | 70 | 80 | 205 | 68 | 319 | 417 19 112

G100 CLEVIS TYPE SELFLOCK HOOK (DS1004)

VYV V VYV VYV

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

DS1004-06 | 32 75 | 28 | 70 | 20 | 9 | 131 14 05
DS1004-08 | 36 | 95 | 355 | 90 | 26 | 123 | 166 25 0.9
DS1004-10 | 46 12 | 45 | 109 | 30 | 144 | 19. 4 16
DS1004-13 | 59 15 | 535 | 138. | 40.5 | 182 | 251 6.7 2.9
DS1004-16 | 70 | 175 | 62 | 170. | 50.5 | 217 | 303 10 5.8
DS1004-20 | 85 25 | 765 | 192. | 62 | 235 | 337, 16 8.6
DS1004-22 | 98 | 255 | 80 | 205 | 66 | 276. | 391 19 12.1




Providing safety and service

G100 EYE SLING HOOK (DS1005)

VVV VYV YVYYVY

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

DS1005-06 10 20.5 18.5 21 111 1.4 0.32
DS1005-07 11 25 25.5 26 137 1.9 0.4
DS1005-08 11 25 25 27.5 137 2.5 0.6
DS1005-10 16 35 29.5 32 171.5 4 1.2
DS1005-13 19 43 38 43.5 219 6.7 2.2
DS1005-16 24.5 51 46 50 260 10 3.5
DS1005-20 27 55 52 56 298 16 6.2
DS1005-22 29 60 66 62 330 19 11.5
DS1005-26 35 70 73 75 376 26.5 12.2
DS1005-32 39 81.5 87 89 458 39.3 17.5

G100 CLEVIS SLING HOOK (DS1006)

YV VY Y VY YVYYVY

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

B

DS1006-06 32 7.5 18.5 68.5 21 109 14 0.33

DS1006-08 37 9.5 25 88 27.5 134 2.5 0.7

% DS1006-10 48 12 28 105.5 335 161.5 4 1.3
% = DS1006-13 59 15 38 134 42 203 6.7 2.3
DS1006-16 70 17.5 44 160.5 50 248 10 3.6

E[ DS1006-20 85 25 52 190.5 56 297 16 7.3

- DS1006-22 100 27 66 214.5 62 326 19 12.1
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G100 SWIVEL SELFLOCK HOOK (DS1007)

Designed For G100 Chain
25% Stronger Than G80
Safety Factor 4:1

100% Magnaflux Crack Detection
Surface Finish:Powder Coated

VVV VYV YVYYVY

Forged Super Alloy Steel -Quenched And Tempered

Individually Proof Tested at 2 Times Of The WLL
Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

DS1007-06 325 11.5 23 28 70 20 184 1.4 0.6
DS1007-08 36 13 285 | 355 90 26 226 2.5 1.1
DS1007-10 42 15.5 35 45 108 30 269 4

- DS1007-13 50 17 41 53.6 | 138. 43 327 6.7 4
DS1007-16 61 21.5 58 62 170 | 50.5 | 413 10 6.8
DS1007-20 72 26 63 76.5 | 192. 62 460 16 12.5
DS1007-22 97 33 98 80 205 65 566 19 17.1

G100 SWIVEL SELFLOCK HOOK WITH GRIP(DS1008)

Designed For G100 Chain
25% Stronger Than G80
Safety Factor 4:1

100% Magnaflux Crack Detection
Surface Finish:Powder Coated

YVV VY Y VYYVYYVY

Forged Super Alloy Steel -Quenched And Tempered

Individually Proof Tested at 2 Times Of The WLL
Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

DS1008-08 | 13 | 285 | 36 |375| 32 | 21 | 185 | 220 | 25 1.03
DS1008-10 | 155 | 39 | 42 | 48 | 46 | 30 | 219 | 264 4 1.86
DS1008-13 | 19 | 46 | 49 | 52 | 56 | 39 | 275 | 33a | 67 3.34
DS1008-16 | 23 | 66 | 62 | 70 | 91 | 463 | 329 | 400 10 5.9




Providing safety and service

é

G100 EYE SELFLOCK HOOK WITH GRIP(DS1009)

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

VVV VYV YVYYVY

DS1009-08 12 27 37.5 35 45 21 137 2.5 0.81
DS1009-10 15 345 48 46 56 30 169 4 1.41
DS1009-13 20 40 52 56 64 39 205 6.7 2.61
DS1009-16 27 50 70 86 80 46.3 | 252 10 4.45

G100 CLEVIS SELFLOCK HOOK WITH GRIP(DS1010)

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

VVV VYV YVYVYYVY

8

DS1010-08 9.5 37.5 35 45 21 118 165 2.5 0.75
DS1010-10 125 48 46 56 30 150 204 4 1.42
DS1010-13 15 52 56 64 39 176 244 6.7 2.56
DS1010-16 18.5 70 86 80 46.3 | 250 288 10 4.21
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G100 EYE GRAB HOOK (DS1011)

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

VVV VYV YVYYVY

DS1011-06 30.5 5.6 8 435 73 1.4 0.15
DS1011-08 37 10 11 53 93 2.5 0.3
DS1011-10 48.5 16 13.5 74 129 4 0.79
DS1011-13 59 26.8 16.5 96 166 6.7 1.67
DS1011-16 75 40 19 116 186 10 2.74
DS1011-20 89.5 64 24 143 227 16 4.72
DS1011-22 100.5 76 27 160.5 260.5 19 8.2

G100 CLEVIS GRAB HOOK (DS1012)

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

YV VYV Y VY YVYYVY

3 DS1012-06 | 32 7.5 8 435 | 445 14 0.22
o1l DS1012-08 | 36 9.8 11 54 53 25 0.34
DS1012-10 | 46 125 135 72 73 4 0.82

\"‘ DS1012-13 59 15 15 9% 92 6.7 1.75
DS1012-16 | 70 185 19 116 99 10 2.88

[/ DS1012-20 | 85 24 24 143 133 16 4.84
—M DS1012-22 | 100 27 27 | 1605 | 141 19 8.3




Providing safety and service

G100 CONNECTING LINK (DS1013)

VV YV VYV YVYYVYYVY

Forged Super Alloy Steel -Quenched And Tempered

Master Link Forged,Sub Link Welded

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

DS1013-06 40 7 14 16.5 | 445 | 62.1 1.4 0.11
DS1013-07 56 8.2 18.5 22.5 60 80 1.9 0.17
DS1013-78 54.2 8.5 18.5 22 59.7 | 81.7 2.5 0.16
DS1013-8 53 10 18.5 25 63.1 | 84.1 2.5 0.18
DS1013-10 64 12.6 23 27.8 | 71.6 | 96.8 4 0.34
DS1013-13 81 16.5 28 369 | 934 | 1264 6.7 0.68
DS1013-16 103 20 335 40.2 105 145 10 1.22
DS1013-20 119.5 25 42 47.5 125 175 16 2.13
DS1013-22 142 27 48 53 139 193 19 3

DS1013-26 169 32 61 63 164 229 26.5 5.2
DS1013-32 218 40 80 78 199 279 39.3 9.55

G100 OMEGA LINK (DS1014)

VYV V VYV VYV

Forged Super Alloy Steel -Quenched And Tempered

Designed For G100 Chain

25% Stronger Than G80

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

B DS1014-06 | 325 8.5 20 44 55 1.4 0.12

~ I~ DS1014-08 42 10.5 24 60 73.5 2.5 0.27
DS1014-10 | 485 12.5 31 70 90 4 0.44

DS1014-13 60 16 38.8 90 109 6.7 0.89

= DS1014-16 | 755 19 51 112 1415 10 1.77
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G80 CHAIN FITTING




Providing safety and service

G80 MASTER LINK (DS0801)

»  Forged Alloy Steel -Quenched And Tempered
» Designed For G80 Chain EN818-2
»  Safety Factor 4:1
»  Individually Proof Tested at 2 Times Of The WLL
»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
»  MBL Tested By Random Pick Each Lot
» 100% Magnaflux Crack Detection
»  Surface Finish:Powder Coated
DRAWING ITEM NO. DIMENSION WLL WEIGHT
A B D (T) (KG)
DS0801-76 110 60 13 1.6 0.34
DS0801-87 110 60 16 2.12 0.54
DS0801-108 135 75 18 3.15 0.83
DS0801-1310 160 90 22 5.3 1.5
DS0801-1613 180 100 26 8 2.32
DS0801-1816 200 110 32 11.2 3.95
e DS0801-2018 260 140 36 14 6.34
DS0801-2220 300 160 40 17 8.96
\ / DS0801-2622 340 180 45 21.2 12.8
DS0801-3226 350 190 50 315 16.55
B DS0801-3632 400 200 56 45 23.28
DS0801-4036 430 220 63 56 32
DS0801-7272 460 250 72 63 45.76

G80 MASTER LINK ASSEMBLY(DS0802)

»  Forged Alloy Steel -Quenched And Tempered

>  Designed For G80 Chain EN818-2

>  Safety Factor 4:1

» Individually Proof Tested at 2 Times Of The WLL

»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot

»  MBL Tested By Random Pick Each Lot

» 100% Magnaflux Crack Detection

»  Surface Finish:Powder Coated

DRAWING ITEM NO. DIMENSION WLL WEIGHT
A B D a b d (T) (KG)

DS0802-076 160 95 20 110 60 13 5.5 1.9
DS0802-08 160 95 22 140 80 16 6.65 2.82
DS0802-10 190 110 26 160 95 20 9.4 4.87
DS0802-13 230 130 32 190 110 26 14.2 9.38
DS0802-16 275 150 38 230 130 30 22.3 15.28
DS0802-20 340 180 45 230 130 32 33.5 21.78
DS0802-22 350 190 50 275 150 38 40.8 31.52
DS0802-26 400 200 56 340 180 45 56.8 48.92
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G80 EYE SELF LOCK HOOK (DS0803)

»  Forged Alloy Steel -Quenched And Tempered

» Designed For G80 Chain EN818-2

»  Safety Factor 4:1

»  Individually Proof Tested at 2 Times Of The WLL

»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot

»  MBL Tested By Random Pick Each Lot

» 100% Magnaflux Crack Detection

»  Surface Finish:Powder Coated

DRAWING ITEM NO. DIMENSION WLL WEIGHT
L1 El (T) (KG)

DS0803-06 21 110 110 28 70 35 1.12 0.5
DS0803-78 25 136 136 35 90 40 2 0.88
DS0803-10 34.5 168 168 45 108 48 3.15 1.58
DS0803-13 40 207 207 52.5 138.5 65 53 3
DS0803-16 50 254 254 63 170.5 65 8 5.9
DS0803-20 64.5 278 278 85 192.5 85 12.5 7
DS0803-22 72 319 319 76 205 80 15 12.3
DS0803-26 80 362 362 96 220 120 21.2 20
DS0803-32 105 470 470 133 240 140 315 44

G80 EYE SELF LOCK HOOK (DS0804)

»  Forged Alloy Steel -Quenched And Tempered

» Designed For G80 Chain EN818-2

»  Safety Factor 4:1

»  Individually Proof Tested at 2 Times Of The WLL

»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot

»  MBL Tested By Random Pick Each Lot

» 100% Magnaflux Crack Detection

»  Surface Finish:Powder Coated

DRAWING ITEM NO. DIMENSION WLL WEIGHT
C D) (T) (KG)

DS0804-06 32 8 35 28 99 134 1.12 0.44
DS0804-78 38.5 9.5 39 39 119.3 161.9 2 0.8
DS0804-10 48 125 48 45 142 195 3.15 1.38
DS0804-13 59 21.2 60 52.5 180 249 53 2.81
DS0804-16 77 32 65 63.3 225 310 8 6
DS0804-1820 77 50 85 86 238 335 12.5 7.25
DS0804-22 97.5 60 83 76 277 392 15 12.8
DS0804-26 118 84.8 116 96 312 450 21.2 21.8
DS0804-32 150 126 140 135 416 589.6 315 49.6




Providing safety and service

G80 EYE SLING HOOK(DS0805)

Forged Alloy Steel -Quenched And Tempered

Designed For G80 Chain EN818-2

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

VV YV VYV YVY

DRAWING ITEM NO. DIMENSION WLL WEIGHT

B A E (1) (KG)

DS0805-6 9 20 21.5 20 108 1.12 0.3
DS0805-7/8 11 25 27.5 24 133 2 0.4
DS0805-10 15 38 27.2 38 167 3.15 0.9
DS0805-13 19 43 38.5 51 213 5.3 2.2
DS0805-16 23 50 42 62 255 8 3.2
DS0805-20 24 63 44.6 74.8 305 12.5 5.8
DS0805-22 32 62 70 68 348 15 9.2
DS0805-26 35 64 84 84 394 21.2 13
DS0805-32 37 68 102 100 480 31.5 18.5

G80 CLEVIS SLING HOOK(DS0806)

»  Forged Alloy Steel -Quenched And Tempered

» Designed For G80 Chain EN818-2

»  Safety Factor 4:1

»  Individually Proof Tested at 2 Times Of The WLL

»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot

»  MBL Tested By Random Pick Each Lot

»  100% Magnaflux Crack Detection

»  Surface Finish:Powder Coated

DRAWING ITEM NO. DIMENSION WEIGHT
D (KG)

DS0806-6 32 8 26 35 23 76 1.12 0.32
DS0806-78 37 9.5 29 37 25 86.4 2 0.48
DS0806-10 49 12.5 39 46 31 104 3.15 0.95
DS0806-13 56.5 16.5 47.5 56 42.5 128 5.3 1.8
DS0806-16 70.5 215 56 60 54 150 8 3.4
DS0806-20 77 24 59 79 58 180 12.5 6
DS0806-22 91 26 72 101 62 213 15 10.4
DS0806-26 117 30 101 115 75 250 21.2 14.5
DS0806-32 | 150 35 124 140 88 317 31.5 27
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G80 EYE GRAB HOOK(DS0807)

Forged Alloy Steel -Quenched And Tempered

Designed For G80 Chain EN818-2

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

VV YV VYV YVY

DRAWING ITEM NO. DIMENSION WEIGHT
M R H (KG)
D DS0807-6 135 8 45.5 51.4 17.9 75.3 1.12 0.14
DS0807-78 18 10.8 53 61.5 20 91.2 2 0.245
DS0807-10 20 13 71 80 29 122 3.15 0.65
DS0807-13 26 16.5 90 99.7 42.8 158 5.3 1.39
= DS0807-16 30.5 20 113 104 47.7 169 8 2.2
DS0807-20 37.5 25 143 140 56 219 12.5 4.6
DS0807-22 44 28 160 165 68 259 15 8.2
DS0807-26 44 30 171 188.8 77 298 21.2 9.8
DS0807-32 57 38 229 228 95 361 31.5 19.4

G80 EYE SLING HOOK(DS0808)

Forged Alloy Steel -Quenched And Tempered

Designed For G80 Chain EN818-2

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

YV V V V V YV VY VY

DRAWING ITEM NO. DIMENSION WLL WEIGHT
A E H W L (T) (KG)
DS0808-6 8 8 17.7 21.5 77.3 1.12 0.25
DS0808-7/8 9.5 10.5 18.5 335 89 2 0.32
DS0808-10 12.5 13 29 46 126 3.15 0.73
DS0808-13 15 16.5 42.7 57.5 163.5 5.3 1.6
DS0808-16 18.5 19 45.4 74 183.5 8 2.8
DS0808-20 23 24 56 74 219 125 5
DS0808-22 27 27 68.5 90 254 15 6.3
DS0808-26 30 30 77 102 309 21.2 14.5




Providing safety and service

G80 EYE SWIVEL HOOK WITH LATCH(DS0809)

»  Forged Alloy Steel -Quenched And Tempered

» Designed For G80 Chain EN818-2

»  Safety Factor 4:1

»  Individually Proof Tested at 2 Times Of The WLL

»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot

»  MBL Tested By Random Pick Each Lot

» 100% Magnaflux Crack Detection

»  Surface Finish:Powder Coated

DRAWING ITEM NO. DIMENSION WLL WEIGHT
A H B E M K L (T) (KG)

DS0809-6 32 9 22.5 17 16 109 137 1.12 0.34
DS0809-8 42 15.8 35 215 21 150 192 2 1.02
DS0809-10 42.5 15.8 35 26 23 162.5 208.5 3.15 1.24
DS0809-13 48 18 39 32.5 31 191 246 5.3 3.6
DS0809-16 62 25 53 43 34 243.5 313 8 4.66
DS0809-20 68 28.5 51 49.5 41.5 276.5 363.5 12.5 7.4
DS0809-22 79 32 65 54.5 55.7 332 431 15 10.6
DS0809-26 105 40 114 81 70 429.5 545.4 21.2 214
DS0809-32 105 40 96 100 76.2 465.3 596 315 32

G80 SELF LOCK SWIVEL HOOK (DS0810)

Forged Alloy Steel -Quenched And Tempered

Designed For G80 Chain EN818-2

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

>
>
>
>
>
>
>
»  Surface Finish:Powder Coated

DRAWING ITEM DIMENSION WLL  WEIGHT
NO. A B C L 11 T ® E N M (T)  (KG)
DSO81006 | 32.5 11.5 33.8 194 160 28 34 32 15 70 1.12 0.71
DS0810-78 36 13 40 240 202 35 44 39 20 88 2 1.1
DS0810-10 42 15.5 48 283 237 45 58 48 26 108 3.15 2.1
| DS0810-13 50 17 58 343 282 52.5 70 65 33 134 53 4
il DS0810-16 61 21.5 60 419 | 3415 | 63.3 86 65 38 168. 8 7.3
DS0810-20 76 26.5 75.5 483 400 86 97 85 50 185 12.5 11.6
DS0810-22 97 33 97 564 466 76 98 80 52 202 15 16
DS081026 | 123 42 115 661 544 96 110 125 60 240 21.2 21.5




http://www.desolifting.com

G80 EYE HOIST HOOK(DS0811)

»  Forged Alloy Steel -Quenched And Tempered

» Designed For G80 Chain EN818-2

»  Safety Factor 4:1

»  Individually Proof Tested at 2 Times Of The WLL

»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot

»  MBL Tested By Random Pick Each Lot

» 100% Magnaflux Crack Detection

»  Surface Finish:Powder Coated

DRAWING ITEM NO. DIMENSION WLL WEIGHT
D E K (T) (KG)

DS0811-6 19 22 82 20.5 112 1.12 0.27
DS0811-7/8 28 25 104.5 26 142 2 0.6
DS0811-10 31 27 120 28 163 3.15 0.84
DS0811-13 39 35.5 146 40 203 5.3 1.81
DS0811-16 51 44 187.5 45 255 8 3.35
DS0811-20 62 55 231.5 57 317 12.5 6.1
DS0811-22 73 57 262 66 360 15 9.6
DS0811-26 89 83 318 79.6 433 21.2 16
DS0811-32 90 95 360 91 495.5 21.5 25.8

G80 EYE FOUNDRY HOOK (DS0812)

Designed For G80 Chain EN818-2
Safety Factor 4:1

MBL Tested By Random Pick Each Lot
100% Magnaflux Crack Detection
Surface Finish:Powder Coated

VV YV VYV YVY

DRAWING ITEM NO.

Forged Alloy Steel -Quenched And Tempered

Individually Proof Tested at 2 Times Of The WLL
Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot

DIMENSION

H

\

WEIGHT

(KG)

T/ DS0812-13 | 63.5

i DS0812-26 | 126

DS0812-06 39 18 63.5 31 18 25.4 120 163 1.6 1.09
DS0812-8 39 18 63.5 31 18 25.4 120 163 2 1.09
DS0812-10 | 50.8 22 76 38 23 32.6 146 200 3.2 2.03

27 89 44.5 27 38.1 171 238 5.4 3.22
DS0812-16 76 32 102 52 32 46 198 278 8.2 5.26
DS0812-20 89 38 114.5 65 39 55.9 232 325 12.8 9.1
DS0812-22 102 45 127.5 69 40 57 256 361 15.5 11.3

66.5 140 77 45 66 283 402 21.6 16.8
DS0812-32 | 1515 | 81.5 | 1535 | 975 58 80 327 461 32.8 26.6




Providing safety and service

G80 CHAIN CONECTING LINK(DS0813)

»  Forged Alloy Steel -Quenched And Tempered
» Designed For G80 Chain EN818-2
»  Safety Factor 4:1
»  Individually Proof Tested at 2 Times Of The WLL
»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
»  MBL Tested By Random Pick Each Lot
» 100% Magnaflux Crack Detection
»  Surface Finish:Powder Coated
DRAWING ITEM NO. DIMENSION WLL WEIGHT
H B A K L (T) (KG)
DS0813-06 7 7.5 15 42 58 1.12 0.08
DS0813-7 8.5 8.5 20 54.8 73 1.5 0.145
DS0813-7/8 8.5 9.5 20.5 60.5 79.5 2 0.146
DS0813-8 8.5 9.5 20.5 60.5 79.5 2 0.16
DS0813-10 11.5 12 26 68 90.5 3.15 0.30
DS0813-13 15 15 30 87 117 5.3 0.65
DS0813-16 19.8 19.8 35 108.4 148 8 1.15
DS0813-18 21 21 38 112 154 10 1.84
DS0813-20 24 24 41 121.5 | 169.5 12.5 2.1
DS0813-22 26 26 49.5 1415 | 193.5 15 2.87
DS0813-26 30 31 57.5 158 220 21.2 4.5
DS0813-32 37 38 67.5 205 281 315 8.21
G80 OMEGA LINK(DS0814)
»  Forged Alloy Steel -Quenched And Tempered
» Designed For G80 Chain EN818-2
»  Safety Factor 4:1
» Individually Proof Tested at 2 Times Of The WLL
»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
»  MBL Tested By Random Pick Each Lot
»  100% Magnaflux Crack Detection
»  Surface Finish:Powder Coated
DRAWING ITEM NO. DIMENSION WLL WEIGHT
O (n____(kg)
= i DS0814-6 17 9 8 21.5 41 25 52 1.12 0.12
@ DS0814-78 | 22 14 10 23.5 52 35 68.5 2 0.22
DS0814-10 26 16 12.5 31 62 40.5 87 3.15 0.36
}I ] DS0814-13 34 20 15 41 81 54 108 5.3 0.71
/ DS0814-16 | 38.5 25.5 19 49.5 99 64 126 8 1.12
2 DS0814-20 50 32 23 58 118 75.6 152 12.5 2.1
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G80 CLEVIS CHAIN CLUTCH (DS0815)

VV YV VYV YVY

Forged Alloy Steel -Quenched And Tempered

Designed For G80 Chain EN818-2

Safety Factor 4:1

Individually Proof Tested at 2 Times Of The WLL

Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
MBL Tested By Random Pick Each Lot

100% Magnaflux Crack Detection

Surface Finish:Powder Coated

DRAWING ITEM DIMENSION WLL WEIGHT
no. O _C L P _E __H O B __A__S_ (1) _(KG)
D8081506 30 7.5 73.5 7.5 328 | 11.8 7.8 44 8 12 1.12 0.18
De0B15-78 36 9.5 101 9.5 45 15.7 9.2 61.7 10.5 17 2 0.45
DS0g15-10 48 13 138 13 55 20 13.2 92 12.4 28 3.15 0.93
DSBS | 59 16,5 | 177 | 165 | 75 |245| 162 | 115 16 345 | 53 1.88
D0815-16 73 21 220 21 93 30.5 20 143 19.5 40 8 35
D8081520 81 235 238 235 102 36 243 152 23 46 12.5 4.43
Deog1522 98 25.5 295 255 118 42 28.1 195 26 57.5 15 8.05
G80 FORGED ROUND RING (DS0816)
»  Forged Alloy Steel -Quenched And Tempered
» Designed For G80 Chain EN818-2
»  Safety Factor 4:1
» Individually Proof Tested at 2 Times Of The WLL
»  Fatigue Tested At 1.5 Time Of The WLL By Random Pick Each Lot
»  MBL Tested By Random Pick Each Lot
»  100% Magnaflux Crack Detection
»  Surface Finish:Powder Coated
DRAWING ITEM NO. DIMENSION WLL WEIGHT
A B (T) (KG)
DS08016-3/8” 10 50 0.5 0.11
A DS08016-1/2" 13 50 1 021
DS08016-58" 16 76 1.5 0.46
DS08016-3/4" 19 76 2.3 0.67
DS08016-7/8" 22 102 33 1.2
DS08016-1" 25 102 4.9 1.59
DS08016-1-1/8" 28 152 4.7 2.87
DS08016-1-1/4" 32 127 7.7 3.1
DS08016-1-3/8" 35 152 8.6 4.5
DS08016-1-1/2” 38 203 11.3 6.8

-17-




Providing safety and service

G80 RATCHET TYPE LOAD BINDER (DS0817)

Safety, reliable design for easy operation and release.
Continuous take-up for infinite adjustment to load.

Single piece forged handle, hooks and eyebolts. .
Quenched and tempered forged carbon steel for extra strength.
No requirement for locking of handle than lever type load binder L
Power coated finish.

VV YV VY VYV

Each binder individually proof tested at 2 times of working load % [

limit. ' -

Y

Safety factor at 3.5 times of working load limit. Fiigea
Standard: EN13157. r

Y

ITEM CHAINSIZE WLL  PL DIMENSION N.W
NO. (IN) (LBS) E1 E F1 G  (LBS)
YW-516" | 2600 | 5200 | 7800 | 7.16 | 0.89 | 1.77 | 16.22 | 21.26 | 17.79 | 22.83 | 035 | 3.52
516738 | 5400 | 10800 | 19000 | 13.92 | 1.30 | 2.60 | 22.64 | 30.64 | 25.24 | 3324 | 051 | 105
381 9200 | 18400 | 33000 | 13.92 | 1.30 | 2.60 | 24.13 | 32.13 | 27.04 | 35.04 | 059 | 12.9
Y2-58" | 13000 | 26000 | 46000 | 13.92 | 1.30 | 2.60 | 26.45 | 34.45 | 30.07 | 38.07 | 0.74 | 14.4

DS0817

G80 LEVER TYPE LOAD BINDER (DS0818)

Designed to take up slack and apply tension to a tie down system.
Free 360 degrees swivel hooks for easier handling.

Quenched and tempered forged carbon steel for extra strength.
Power coated finish.

VV V VY

Each binder individually proof tested at 2 times of working load A

limit.

A\

Safety factor at 3.5 times of working load limit.
» Standard: EN13157.

ITEM CHAINSIZE WLL PL  MBL DIMENSION N. W

NO. (IN) (LBS) (LBS) (LBS) A B C D E F G (LBS)

14"-516” | 2600 | 5200 | 7800 | 185 | 17.3 | 142 | 11.4 | 827 | 807 | 035 3.52

516”-3%8” | 5400 | 10800 | 19000 | 25.2 | 232 | 195 | 156 | 112 | 11.2 | 051 8.37

DS08-18 28000 | 285 | 264 | 221 | 176 | 13 | 122 | 059 12.1
310 9200 | 18400

33000 | 28.5 | 264 | 221 | 176 | 13 | 122 | 059 12.2

258" | 11000 | 22000 | 44000 | 339 | 30.1 | 258 | 209 | 144 | 144 | 074 19.7
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SHACKLES




Providing safety and service

US TYPE SCREW PIN BOW SHACKLE(G209)

Forged-Quenched and Tempered,With Alloy Pin

Proof Load is 2 Times Of The WLL

>
>
» MBLis 6 Times Of WLL
»  Hot Dip Galv Or Self Color
>

Meet The Performance Requirement Of Federal Specification :_;_: '
RR-C-271F | P D
Y
»  Can Be Certified With ABS,DNV,Lloyds Or Other Certifications | € iy
by 1
»  Working Temperature:-40 Degree To 204 Degree B
I |
—tt L 1
>  Load Pin Can Be Painted Red,Yellow,Blue il =
M F

3/16" | 0,33 9,65 6,35 22,4 | 4,85 15,2 14,2 24,9 37,3 4,06 28,4 4,85 0,03

1/4" 0,50 11,9 7,85 28,7 6,35 19,8 15,5 32,5 46,7 4,85 35,1 6.35 0,05

5/16" | 0,75 13,5 9,65 31,0 7,85 21,3 19,1 37,3 53,0 5,60 42,2 7,85 0,09

3/8" 1,00 16,8 11,2 36,6 9,65 26,2 23,1 45,2 63,0 6,35 51,5 9,65 0,14

7/16" | 1,50 19,1 12,7 42,9 11,2 29,5 26,9 51,5 74,0 7,85 60,5 11,2 0,17

1/2" 2,00 20,6 16,0 47,8 12,7 33,3 30,2 58,5 83,5 9,65 68,5 12,7 0,33

5/8" 3,25 26,9 19,1 60,5 16,0 42,9 38,1 74,5 106 11,2 85,0 17,5 0,62

3/4" 4,75 31,8 22,4 71,5 19,1 51,0 46,0 89,0 126 12,7 101 20,6 1,07

7/8" 6,50 36,6 25,4 84,0 22,4 58,0 53,0 102 148 12,7 114 24,6 1,64

1" 8,50 42,9 28,7 95,5 25,4 68,5 60,5 119 167 14,2 129 26,9 2,28

1-1/8"| 9,50 46,0 31,8 108 29,5 74,0 68,5 131 190 16,0 142 31,8 3,36

1-1/4" | 12,00 | 51,5 35,1 119 32,8 92,5 76,0 146 210 17,5 156 35,1 4,31

1-3/8"| 13,50 | 57,0 38,1 133 36,1 92,0 84,0 162 233 19,1 174 38,1 6,14

1-1/2"| 17,00 | 60,5 41,4 146 39,1 98,5 92,0 175 254 20,6 187 41,1 7,80

1-3/4" | 25,00 | 73,0 51,0 178 46,7 127 106 225 313 25,4 231 57,0 12,60

2" 35,00 | 82,5 57,0 197 53,0 146 122 253 348 31,0 263 61,0 20,40

2-1/2"| 55,00 | 105 70,0 267 69,0 184 145 327 453 35,1 330 79,5 38,90

3" 85,00 127 82,5 330 76,0 200 165 367 546 38,0 490 105 70,00
For Cheaper Option,Shackles Can Be Supplied With Electrogalv,MBL is 4 Times Of The WLL
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US TYPE BOLT BOW SHACKLE(G2130)

>
>
>
>
>

Y

Forged-Quenched and Tempered,With Alloy Pin
Proof Load is 2 Times Of The WLL

MBL is 6 Times Of WLL

Hot Dip Galv Or Self Color

Meet The Performance Requirement Of Federal Specification
RR-C-271F

Can Be Certified With ABS,DNV,Lloyds Or Other Certifications
Working Temperature:-40 Degree To 204 Degree

Load Pin Can Be Painted Red,Yellow,Blue

E M i
~L N
NY |
|/ C
I B
A e

1/4" 0,50 11,9 7,85 28,7 6,35 19,8 15,5 32,5 46,7 6,35 0,05
5/16" 0,75 13,5 9,65 31,0 7,85 21,3 19,1 37,3 53,0 7,85 0,10
3/8" 1,00 16,8 11,2 36,6 9,65 26,2 23,1 45,2 63,0 9,65 0,15
7/16" 1,50 19,1 12,7 42,9 11,2 29,5 26,9 51,5 74,0 11,2 0,22
1/2" 2,00 20,6 16,0 47,8 12,7 33,3 30,2 58,5 83,5 12,7 0,36
5/8" 3,25 26,9 19,1 60,5 16,0 42,9 38,1 74,5 106 17,5 0,76
3/4" 4,75 31,8 22,4 71,5 19,1 51,0 46,0 59,0 126 20,6 1,23
7/8" 6,50 36,6 25,4 84,0 22,4 58,0 53,0 102 148 24,6 1,79
1" 8,50 42,9 28,7 95,5 25,4 68,5 60,5 119 167 26,9 2,57
1-1/8" 9,50 46,0 31,8 108 28,7 74,0 68,5 131 190 31,8 3,75
1-1/4" 12,00 51,5 351 119 31,8 82,5 76,0 146 210 35,1 5,31
1-3/8" 13,50 57,0 38,1 133 35,1 92,0 84,0 162 233 38,1 7,18
1-1/2" 17,00 60,5 41,4 146 38,1 98,5 92,0 175 254 41,1 9,43
1-3/4" 25,00 73,0 51,0 178 44,5 127 106 225 313 57,0 15,40
2" 35,00 82,5 57,0 197 51,0 146 122 256 348 61,0 23,70
2-1/2" 55,00 105 70,0 267 66,5 184 145 327 453 79,5 44,61
3" 85,00 127 82,5 330 76,0 200 165 365 546 92,0 70,00

For Cheaper Option,Shackles Can Be Supplied With Electrogalv,MBL is 4 Times Of The WLL




Providing safety and service

US TYPE SCREW PIN D SHACKLE(G210)

Forged-Quenched and Tempered,With Alloy Pin

Proof Load is 2 Times Of The WLL

Hot Dip Galv Or Self Color

>
>
» MBLis 6 Times Of WLL
>
>

Meet The Performance Requirement Of Federal Specification

RR-C-271F {
-H\.. ¢ ]
»  Can Be Certified With ABS,DNV,Lloyds Or Other Certifications : l
K
»  Working Temperature:-40 Degree To 204 Degree __,!,‘
I -
— |
> Load Pin Can Be Painted Red,Yellow,Blue A
" F

3/16" 0,33 9,65 6,35 4,85 4,85 14,2 20,0 31,0 4,06 28,4 0,02
1/4" 0,50 11,9 7,85 6,35 6,35 15,5 24,6 40,4 4,85 35,1 0,05
5/16" 0,75 13,5 9,65 7,85 7,85 19,1 29,5 48,5 5,60 42,2 0,08
3/8" 1,00 16,8 11,2 9,65 9,65 23,1 35,8 58,5 6,35 51,5 0,13
7/16" 1,50 19,1 12,7 11,2 11,2 26,9 41,4 67,5 7,85 60,5 0,20
1/2" 2,00 20,6 16,0 12,7 12,7 30,2 46,0 77,0 9,65 68,5 0,27
5/8" 3,25 26,9 19,1 16,0 16,0 37,1 58,5 95,5 11,2 85,0 0,57
3/4" 4,75 3L,8 22,4 19,1 19,1 46,0 70,0 115 12,7 101 1,20
7/8" 6,50 36,6 25,4 22,4 22,4 53,0 81,0 135 12,7 114 1,43
1" 8,50 42,9 28,7 25,4 25,4 60,5 93,5 151 14,2 129 2,15
1-1/8" 9,50 46,0 31,8 28,7 28,7 68,5 103 172 16,0 142 3,06
1-1/4" 12,00 51,5 35,1 31,8 31,8 76,0 115 191 17,5 156 4,11
1-3/8" 13,50 57,0 38,1 35,1 35,1 84,0 127 210 19,1 174 5,28
1-1/2" 17,00 60,5 41,4 38,1 38,1 92,0 137 230 20,6 187 7,23
1-3/4" 25,00 73,0 51,0 44,5 44,5 106 162 279 25,4 231 12,10
2" 35,00 82,5 57,0 51,0 51,0 122 184 312 31,0 263 19,20
2-1/2" | 55,00 105 70,0 66,5 66,5 145 238 377 35,1 330 32,50

For Cheaper Option,Shackles Can Be Supplied With Electrogalv,MBL is 4 Times Of The WLL
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US TYPE BOLT D SHACKLE(G2150)

>
>
>
>
>

Y

Forged-Quenched and Tempered,With Alloy Pin
Proof Load is 2 Times Of The WLL

MBL is 6 Times Of WLL

Hot Dip Galv Or Self Color

Meet The Performance Requirement Of Federal Specification
RR-C-271F

Can Be Certified With ABS,DNV,Lloyds Or Other Certifications
Working Temperature:-40 Degree To 204 Degree

Load Pin Can Be Painted Red,Yellow,Blue

'y
9

1/4" 0,50 11,9 7,85 19,1 6,35 15,5 24,6 40,4 39,6 6,35 0,06
5/16" 0,75 13,5 9,65 25,4 7,85 19,1 29,5 48,5 46,2 7,85 0,10
3/8" 1,00 16,8 11,2 31,0 9,65 23,1 35,8 58,5 55,0 9,65 0,15
7/16" 1,50 19,1 12,7 36,1 11,2 26,9 41,1 67,5 63,5 11,2 0,22
1/2" 2,00 20,6 16,0 41,4 12,7 30,2 46,0 77,0 71,0 12,7 0,34
5/8" 3,25 26,9 19,1 51,0 16,0 38,1 58,5 95,5 89,5 16,0 0,67
3/4" 4,75 31,8 22,4 60,5 19,1 46,0 70,0 115 103 20,6 1,14
7/8" 6,50 36,6 25,4 71,5 22,4 53,0 81,0 135 120 24,6 1,74
1" 8,50 42,9 28,7 81,0 25,4 60,5 93,5 151 135 25,4 2,52
1-1/8" 9,50 46,0 31,8 91,0 28,7 68,5 103 172 150 3L,8 3,45
1-1/4" 12,00 51,5 351 100 31,8 76,0 115 191 165 35,1 4,90
1-3/8" 13,50 57,0 38,1 111 35,1 84,0 127 210 183 38,1 6,24
1-1/2" 17,00 60,5 41,4 122 38,1 92,0 137 230 196 41,4 8,39
1-3/4" 25,00 73,0 51,0 146 44,5 106 162 279 230 54,0 14,20
2" 35,00 82,5 57,0 172 51,0 122 184 312 264 51,0 21,20
2-1/2" | 55,00 105 70,0 203 66,5 145 238 377 344 66,5 38,60
3" 85,00 127 82,5 216 76,0 165 279 429 419 89,0 56,00
3-1/2" | 120,00 133 95,5 240 92,0 203 320 500 510 102 95,00

For Cheaper Option,Shackles Can Be Supplied With Electrogalv,MBL is 4 Times Of The WLL




Providing safety and service

EUROPEAN TYPE LARGE D SHACKLE(EDS) 1
T
>  Material SS304/316 Is Available o @
.
EDS-5 80 5 5 10 19 11 0.019
EDS-6 100 6 6 13 25 14 0.034
EDS-8 200 8 8 16 32 18 0.07
EDS-10 320 10 10 19 38 20 0.13
EDS-12 520 12 12 25 51 26 0.24
EDS-16 800 16 16 32 64 33 0.5
EDS-20 1100 20 20 38 76 40 0.8
EDS-22 1500 22 22 44 89 50 1.3
EDS-25 2100 25 25 51 100 57 2
EDS-28 3000 28 28 57 115 68 3
EDS-32 3500 32 32 64 127 73 4.3
EDS-38 5000 38 38 76 152 85 6.75
EDS-45 7000 45 45 90 180 96 12.5
EDS-50 8000 50 50 102 200 108 17.5
D
EUROPEAN TYPE LARGE BOW SHACKLE(EBS) )

>  Material SS304/316 Is Available

EBS-5 80 5 5 10 19 8 11 0.019
EBS-6 100 6 6 13 25 10 14 0.034
EBS-8 200 8 8 16 32 12 18 0.07
EBS-10 320 10 10 19 38 16 20 0.13
EBS-12 520 12 12 25 51 19 26 0.24
EBS-16 800 16 16 32 64 28 33 0.5
EBS-20 1100 20 20 38 76 33 40 0.8
EBS-22 1500 22 22 44 89 37 50 1.3
EBS-25 2100 25 25 51 100 40 57 2
EBS-28 3000 28 28 57 115 47 68 3
EBS-32 3500 32 32 64 127 52 73 4.3
EBS-38 5000 38 38 76 152 63 85 6.75
EBS-45 7000 45 45 90 180 75 96 12.5
EBS-50 8000 50 50 102 200 78 108 17.5




JIS TYPE D SHACKLE(JISD)

> Material SS304/316 Is Available
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JISD-5 90 10 10 185 5 0.014

JISD-6 150 12 11 23 6.5 0.028

JISD-8 250 14 15 31 8.5 0.049

JISD-10 400 18 17 36 10 0.049

JISD-12 600 24 23 46 13 0.18

JISD-16 800 30 32 59 17 0.42

JISD-20 1000 36 37 74 20 0.72

JISD-22 1500 43 43 86 23 1.18

JISD-25 2000 47 50 95 27 1.8

@ @D %m JISD-28 2500 55 56 110 30 2.5
~ g M JISD-32 3200 64 64 130 34 3.7
JISD-38 4200 76 76 145 40 6.1

JISD-44 6500 80 90 160 47 9.4

JISD-50 8000 90 100 185 53 115

JIS TYPE D SHACKLE(JISB)

>  Material SS304/316 Is Available

JISB-5 90 10 10 18.5 5 0.026
JISB-6 150 12 11 23 6.5 0.028
JISB-8 250 14 15 31 8.5 0.065
JISB-10 400 18 17 36 10 0.08
JISB-12 600 24 23 46 13 0.2
JISB-16 800 30 32 59 17 0.495
JISB-20 1000 36 37 74 20 0.8
JISB-22 1500 43 43 86 23 1.26
JISB-25 2000 47 50 95 27 1.9
JISB-28 2500 55 56 110 30 2.65
JISB-32 3200 64 64 130 34 4
JISB-38 4200 76 76 145 40 7
JISB-44 6500 80 90 160 47 10
JISB-50 8000 90 100 185 53 12.5




Providing safety and service

TURNBUCKLES
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US TYPE TURNBUCKLE,HOOK&EYE TYPE(UST-HE)

>
>
>
>
>
>

Functions: Turnbuckles recommended for straight or in-line pull only

Construction: End fittings are quenched and tempered, bodies heat treated by normalizing
Proof load: Tested at 2.5 times of WLL

Safety factor: 5:1

Fatigue: Tested at 1.5 times of WLL

Standard: Federal Specifications FF-T791b

J OPEN
K CLOSED
R ==
A
N i
e ]
BB
} X CLOSED

M OPEN
N CLOSED

1/4x4 6.35x102 | 0.18 0.14 11.2 | 423 32.3 296 195 312 211 446 | 103

516x4-12 | 7.94x114 | 0.32 0.23 12.7 | 50.7 38.1 343 229 363 248 55.8 | 116

38x6 9.53x152 | 0.45 0.36 14.2 57.8 44.7 434 282 458 306 62.9 | 155

12x6 12.7x152 | 0.68 0.82 16.5 | 89.7 57.9 497 345 528 376 90.4 | 153

12 x12 12.7 x305 | 0.68 1.22 16.5 | 89.7 57.9 809 504 840 535 89.9 | 314

58x6 159x152 | 1.02 1.35 22.9 108 714 536 384 574 422 110 153

58x 12 159x305 | 1.02 1.97 22.9 108 714 850 545 888 583 110 315

34 x6 19.1x152 | 1.36 191 24.9 128 84.6 574 422 621 469 130 156

34 x12 19.1x 305 | 1.36 2.96 24.9 128 84.6 889 584 936 631 130 320

34 x18 19.1x457 | 1.36 3.74 24.9 128 84.6 1194 737 1241 784 130 471

78 x12 22.2x305 | 1.81 4.24 28.7 148 96 917 612 971 666 147 309
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Providing safety and service

US TYPE TURNBUCKLE,HOOK&HOOK TYPE(UST-HH)

Functions: Turnbuckles recommended for straight or in-line pull only

Construction: End fittings are quenched and tempered, bodies heat treated by normalizing
Proof load: Tested at 2.5 times of WLL

Safety factor: 5:1

Fatigue: Tested at 1.5 times of WLL

Standard: Federal Specifications FF-T791b

VV V V VYV

1/4x4 6.35x102 | 0.18 0.15 6.35 11.2 42.3 32.3 249 187 310 208 103

516x4-12 | 7.94x114 | 0.32 0.24 7.94 | 127 50.7 38.1 294 218 358 243 116

38 x6 9.53x152 | 0.45 0.38 9.53 14.2 57.8 44.7 387 270 453 301 155

12x6 12.7x152 | 0.68 0.85 12.7 16.5 89.7 57.9 457 335 527 375 153

12 x12 12.7 x305 | 0.68 1.26 12.7 16.5 89.7 57.9 769 495 839 535 314

58x6 159x152 | 1.02 1.46 15.9 22.9 108 714 495 368 572 419 153

58x 12 159x305 | 1.02 2.08 15.9 22.9 108 714 809 529 885 580 315

34 x6 19.1x152 | 1.36 191 19.1 24.9 128 84.6 538 406 620 467 156

34 x12 19.1x305 | 1.36 3.14 19.1 | 249 128 84.6 853 568 935 630 320

34 x18 19.1x457 | 1.36 3.92 19.1 249 128 84.6 1158 721 1240 782 471

78 x12 22.2x305 | 1.81 4.47 22.2 | 287 148 96 886 597 972 667 309

1x12 25.4x305 | 2.27 6.70 254 | 31.8 167 108 959 637 1019 714 | 309
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US TYPE TURNBUCKLE,EYE&EYE TYPE(UST-EE)

>
>
>
>
>
>

Proof load: Tested at 2.5 times of WLL
Safety factor: 5:1

Fatigue: Tested at 1.5 times of WLL
Standard: Federal Specifications FF-T791b

D

Functions: Turnbuckles recommended for straight or in-line pull only

J OPEN
K CLOSED

Construction: End fittings are quenched and tempered, bodies heat treated by normalizing

M OPEN

N CLOSED

X CLOSED —=t

i

1/4x4 6.35x102 | 0.23 0.13 6.35 303 202 314 213 20.6 8.64 44.6 | 103
516x4-12 | 7.94x114 | 0.36 0.22 7.94 354 239 368 253 24.1 11.2 55.8 | 116
3B x6 9.53x152 | 0.54 0.34 9.53 446 294 463 311 28.7 13.5 62.9 | 155
12x6 12.7x152 | 1.00 0.78 12.7 506 354 529 376 35.8 18.0 90.4 | 153
12x12 12.7 x305 | 1.00 1.19 12.7 819 514 841 536 35.8 18.0 89.9 | 314
58 x6 159x152 | 1.59 1.25 15.9 552 399 577 425 45.7 22.4 110 153
58 x 12 15.9x 305 | 1.59 1.87 15.9 865 560 891 586 45.7 22.4 110 315
34 x6 19.1x152 | 2.36 1.91 19.1 590 438 622 470 53.1 25.4 130 156
34 x12 19.1x305 | 2.36 2.78 19.1 905 600 937 632 53.1 25.4 129 320
34 x18 19.1x457 | 2.36 3.55 19.1 | 1210 753 1242 785 53.1 25.4 130 471
7B x12 22.2x305 | 3.27 4.01 22.2 932 627 970 665 60.5 31.8 147 309
78x18 22.2x457 | 3.27 5.22 22.2 | 1249 792 1287 830 60.5 31.8 147 473
1x6 25.4x152 | 4.54 4.36 25.4 666 514 711 559 76.2 36.3 165 157
1x12 25.4x305 | 4.54 5.88 25.4 971 666 0106 711 76.2 36.3 165 309
1x18 25.4x457 | 4.54 7.40 254 | 1276 819 1321 864 76.2 36.3 165 473
1x24 25.4x610 | 4.54 9.14 25.4 | 1596 987 1641 | 1031 76.2 36.3 165 631
1-1/4x12 | 31.8x305 | 6.89 9.01 31.8 | 1070 766 1127 822 91.2 46.2 216 306
1-1/4x 18 | 31.8x457 | 6.89 10.8 31.8 | 1375 918 1432 975 91.2 46.2 216 462
1-1/4x24 | 31.8x610 | 6.89 12.6 31.8 | 1694 | 1085 | 1751 | 1141 91.2 46.2 216 625
1-12x12 | 38.1x305 | 9.71 13.0 38.1 | 1124 819 1187 882 104 53.8 240 313
1-12x18 | 38.1x457 | 9.71 154 38.1 | 1428 971 1492 | 1035 104 53.5 240 | 465
1-12x24 | 38.1x610 | 9.71 17.9 381 | 1749 | 1139 | 1813 | 1203 104 53.5 240 633
1-34x18 | 44.5x457 | 12.7 23.0 44,5 | 1457 | 1000 | 1534 | 1076 118 60.5 253 467
1-34x24 | 445x610 | 12.7 26.4 445 | 1762 | 1153 | 1838 | 1229 118 60.5 253 619
2x24 51.0x610 | 16.8 37.9 50.8 | 1922 | 1313 | 2011 | 1402 148 68.3 331 622
2-12x24 | 63.5x610 | 27.2 67.4 63.5 | 2011 | 1402 | 2113 | 1503 165 79.2 350 625
2-3Ax24 | 70.0x610 | 34.0 79.1 69.9 | 2066 | 1456 | 2180 | 1571 178 82.6 383 626




US TYPE TURNBUCKLE,JAW&EYE TYPE(UST-JE)

VV V V VYV

Functions: Turnbuckles recommended for straight or in-line pull only

e— E CLOSED

Providing safety and service

Construction: End fittings are quenched and tempered, bodies heat treated by normalizing
Proof load: Tested at 2.5 times of WLL

Safety factor: 5:1
Fatigue: Tested at 1.5 times of WLL
Standard: Federal Specifications FF-T791b

X CLOSED

1/4x4 6.35x102 | 0.23 0.15 114 | 420 16.1 294 192 312 210 446 | 103
516x4-12 | 7.94x114 | 0.36 0.24 12.7 | 51.2 22.0 342 228 363 249 55.8 | 116
3B x6 9.53x152 | 0.54 0.36 13.5 | 535 215 429 277 454 301 62.9 | 155
12x6 12.7x152 | 1.00 0.80 16.3 | 818 27.1 490 338 520 368 90.4 | 153
12x12 12.7 x305 | 1.00 1.02 16.3 | 818 27.1 650 421 680 451 89.9 | 238
58 x6 159x152 | 1.59 1.21 16.3 | 818 27.1 802 497 832 528 89.9 | 314
58 x 12 15.9x 305 | 1.59 1.35 20.1 | 99.1 33.5 527 374 566 413 110 153
34 x6 19.1x152 | 2.36 1.69 20.1 | 98.8 33.5 688 459 727 498 110 239
34 x12 19.1x305 | 2.36 1.97 20.1 | 98.8 33.5 840 535 879 574 110 315
34 x18 19.1x457 | 2.36 2.05 24.6 120 38.5 563 411 612 459 130 156
7B x12 22.2x305 | 3.27 2.52 24.6 119 38.5 726 479 774 546 130 244
78x18 22.2x457 | 3.27 2.91 24.6 119 38.5 878 573 927 622 130 320
1x6 25.4x152 | 4.54 3.69 24.6 120 38.5 1183 726 1232 774 130 471
1x12 25.4x305 | 4.54 4.13 29.5 140 44.8 906 601 963 658 147 309
1x18 25.4x457 | 4.54 5.28 29.5 140 44.8 1223 766 1280 822 147 473
1x24 25.4x610 | 4.54 4.55 34.0 155 52.1 623 483 701 548 165 157
1-1/4x12 | 31.8x305 | 6.89 6.06 34.0 155 52.1 941 636 1006 701 165 309
1-1/4x 18 | 31.8x457 | 6.89 7.58 34.0 155 52.1 1245 788 1310 853 165 462
1-1/4x24 | 31.8x610 | 6.89 9.33 34.0 155 52.1 1565 956 1630 | 1021 165 631
1-12x12 | 38.1x305 | 9.71 9.48 46.7 205 715 1035 730 1117 812 216 306
1-12x18 | 38.1x457 | 9.71 11.3 46.7 205 715 1340 883 1422 965 216 459
1-12x24 | 38.1x610 | 9.71 13.1 46.7 205 715 1659 | 1050 | 1741 | 1131 216 625
1-34x18 | 44.5x457 | 12.7 13.9 52.3 227 71.4 1080 775 1174 869 240 313
1-34x24 | 445x610 | 12.7 16.3 52.3 227 71.4 1384 927 1479 | 1021 240 | 465
2x24 51.0x610 | 16.8 18.8 52.3 227 74.1 1705 | 1095 | 1799 | 1189 240 633
2-12x24 | 63.5x610 | 27.2 23.6 66.0 238 85.0 1406 949 1519 | 1061 253 467
2-3Ax24 | 70.0x610 | 34.0 27.1 66.0 238 85.0 1711 | 1101 | 1823 | 1312 253 619
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US TYPE TURNBUCKLE,JAW&JAW TYPE(UST-1J)

>
>
>
>
>
>

Functions: Turnbuckles recommended for straight or in-line pull only

=——E CLOSED

J OPEN
K CLOSED

Construction: End fittings are quenched and tempered, bodies heat treated by normalizing
Proof load: Tested at 2.5 times of WLL

Safety factor: 5:1
Fatigue: Tested at 1.5 times of WLL
Standard: Federal Specifications FF-T791b

M OPEN
N CLOSED

1/4x4 6.35x102 | 0.23 0.17 6.35 114 42.0 16.1 284 183 309 208 103
516x4-12 | 7.94x114 | 0.36 0.25 7.94 | 127 51.2 22.0 332 218 359 244 116
3B x6 9.53x152 | 0.54 0.39 9.53 135 53.5 21.5 413 260 445 292 155
12x6 12.7x152 | 1.00 0.83 12.7 16.3 81.8 27.1 474 321 512 359 153
12x12 12.7 x305 | 1.00 1.04 12.7 16.3 81.8 27.1 622 405 671 443 238
58 x6 159x152 | 1.59 1.23 12.7 16.3 81.8 27.1 786 481 824 519 314
58 x 12 15.9x 305 | 1.59 1.46 159 | 20.1 99.1 33.5 501 349 554 402 153
34 x6 19.1x152 | 2.36 1.79 15.7 | 20.1 98.8 33.5 662 434 715 487 239
34 x12 19.1x305 | 2.36 2.08 159 | 20.1 98.8 33.5 815 510 868 563 315
34 x18 19.1x457 | 2.36 2.18 19.1 | 246 120 38.5 536 383 601 449 156
7B x12 22.2x305 | 3.27 2.65 19.1 | 24.6 119 38.5 698 470 764 535 244
78x18 22.2x457 | 3.27 3.05 19.1 | 24.6 119 38.5 851 546 916 612 320
1x6 25.4x152 | 4.54 3.83 19.1 | 24.6 120 38.5 1155 698 1221 764 471
1x12 25.4x305 | 4.54 4.25 22.2 | 295 140 44.8 880 575 956 651 309
1x18 25.4x457 | 4.54 5.34 22.2 | 295 140 44.8 1198 740 1272 815 473
1x24 25.4x610 | 4.54 4.74 254 | 34.0 155 52.1 605 453 690 538 157
1-1/4x12 | 31.8x305 | 6.89 6.25 254 | 34.0 155 52.1 910 605 995 690 309
1-1/4x 18 | 31.8x457 | 6.89 7.77 254 | 34.0 155 52.1 1215 757 1300 843 462
1-1/4x24 | 31.8x610 | 6.89 9.51 254 | 34.0 155 52.1 1535 925 1620 | 1010 | 631
1-12x12 | 38.1x305 | 9.71 9.94 31.8 | 46.7 205 715 1000 695 1107 802 306
1-12x18 | 38.1x457 | 9.71 11.7 31.8 | 46.7 205 715 1305 848 1412 955 459
1-12x24 | 38.1x610 | 9.71 13.5 31.8 | 46.7 205 715 1624 | 1014 | 1731 | 1121 | 625
1-34x18 | 44.5x457 | 12.7 14.8 381 | 523 227 714 1035 731 1160 855 313
1-34x24 | 445x610 | 12.7 17.2 381 | 523 227 714 1340 883 1465 | 1008 | 465
2x24 51.0x610 | 16.8 19.7 381 | 52.3 227 74.1 1661 | 1051 | 1786 | 1176 | 633
2-12x24 | 63.5x610 | 27.2 24.3 445 | 66.0 238 85.0 1355 898 1503 | 1045 | 467
2-34x24 | 70.0x610 | 34.0 27.7 445 | 66.0 238 85.0 1660 | 1050 | 1807 | 1198 | 619




Providing safety and service

COMMERCIAL TYPE MALLEABLE IRON TURNBUCKLE WITH EYE&HOOK(CMT-EH)

»  Electrogalv
»  Stainless Steel 304/316 is available

CMT-EHO6 100 6x100 0.16 145 215 12 10 100
CMT-EHO8 200 8x125 0.24 185 280 14 12 125
CMT-EH10 300 10x150 0.39 210 325 16 14 150
CMT-EH12 500 12x200 0.64 275 430 19 18 200
CMT-EH16 1000 16x250 1.44 345 540 23 24 250
CMT-EH20 1500 20x300 2.45 435 670 28 26 300
CMT-EH22 2200 22x320 3.6 480 740 34 32 325
CMT-EH24 3000 24x350 5 555 830 36 36 350

Hook-Hook,Eye-Eye Type Available Upon Request, For More Info Please Contact US

DIN1480 TURNBUCKLE WITH EYE&HOOK(T1480-EH)

»  Electrogalv Or HDG,Forged
>  Stainless Steel 304/316 is available

T1480-EHO6| 230 M6 6 110 10 60 53 10 20 4.5 0.095
T1480-EHO8| 418 M8 8 110 14 60 55 12 26 6.5 0.165
T1480-EH10| 663 M10 10 125 20 65 60 14 30.5 8 0.029
T1480-EH12 | 948 M12 12 125 21 75 70 18 37.5 10.5 0.043
T1480-EH16| 1804 M16 16 170 27 100 90 22 48 13 0.092
T1480-EH20| 2752 M20 20 200 34 115 100 25 51 20 1.63
T1480-EH24 | 3996 M24 24 255 39 140 130 28 66 27 2.20
T1480-EH30| 6371 M30 30 255 45 145 130 35 83 31 3.0

T1480-EH32 | 6585 M32 32 295 55 160 150 36.5 88 33 4.6

T1480-EH36 | 9276 M36 36 295 55 160 150 44 104 40 7.68
T1480-EH38| 9572 M38 38 330 63 185 170 42 104 39 12.9

Hook-Hook,Eye-Eye Type Available Upon Request, For More Info Please Contact US




JIS FRAME TURNBUCKLE WITH EYE&HOOK(JIST-EH)

»  Electrogalv
»  Stainless Steel 304/316 is available
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JIST-EHO6 M6 1.0 100 48 6 9 10 0.112
JIST-EHO8 M8 1.2 125 58 8 9 12 0.215
JIST-EH10 M10 1.5 150 70 10 11 16 0.29
JIST-EH12 M12 2.0 200 95 12 16 20 0.57
JIST-EH16 M16 3.0 250 120 16 19 22 1.03
JIST-EH20 M20 4.0 300 140 20 20 28 1.77
JIST-EH22 M22 5.0 330 165 22 21 33 2.60
JIST-EH24 M24 6.0 350 190 24 26 35 3.73
JIST-EH32 M32 10.0 400 210 32 34 36 7.44
Hook-Hook,Eye-Eye ,Stubs At Both Ends Type Available Upon Request, For More Info Please Contact US
DIN1478 CLOSED TURNBUCKLE WITH JAW&JAW(T1478-1J)
>  Electrogalv
»  Stainless Steel 304/316 is available
Aﬂin
- Fa ! ‘
s G -
A :
N

T1478-1)06 M6 6 110 14.5 197 21 9 96 21 5 0.116
T1478-JJ08 M8 8 110 17 223 21 9 109 21 6.5 0.19
T1478-1J10 M10 10 125 21 253 27 11 124 21 8 0.31
T1478-)J12 M12 12 125 25 370 37 19 183 35 10 0.42
T1478-)J16 M16 16 170 30 393 40 22 194 51 12 0.89
T1478-1)20 M20 20 200 33.5 413 44 22 204 48 16 1.58
T1478-1J24 M24 24 255 42 589 60 32 292 65 22 2.92
T1478-1J30 M30 30 255 42 593 60 32 294 65 22 4.3
T1478-1J36 M36 36 295 57 645 76 38 320 76 24 6.05
T1478-1142 M42 42 330 63 655 76 38 325 76 27 11.6

Jaw-Eye,Eye-Eye Type Available Upon Request, For More Info Please Contact US




Providing safety and service

G450 WIRE ROPE CLIPS(WRC450)

> Meet Federal Specification FF-C-450 Type I . Class |

|_....r:3_

WRC450-1/8 1/8 0.22 0.72 0.44 0.47 0.37 0.38 0.81 0.99 6
WRC450-3/16 3/16 0.25 0.97 0.56 0.59 0.5 0.44 0.94 1.18 10
WRC450-1/4 1/4 0.31 1.03 0.5 0.75 0.66 0.56 1.19 1.43 19
WRC450-5/16 5/16 0.38 1.38 0.75 0.88 0.73 0.69 1.31 1.66 28
WRC450-3/8 3/8 0.44 15 0.75 1 0.91 0.75 1.63 1.94 48
WRC450-7/16 7/16 0.5 1.88 1 1.19 1.13 0.88 191 2.28 78
WRC450-1/2 1/2 0.5 1.88 1 1.19 1.13 0.88 1.91 2.28 80
WRC450-9/16 9/16 0.56 2.25 1.25 1.31 1.34 0.94 2.06 2.5 109
WRC450-5/8 5/8 0.56 2.25 1.25 131 1.34 0.94 2.06 2.5 110
WRC450-3/4 3/4 0.62 2.75 1.44 1.5 1.39 1.06 2.25 2.84 142
WRC450-7/8 7/8 0.75 3.12 1.62 1.75 1.58 1.25 244 3.16 212
WRC450-1 1 0.75 35 1.81 1.88 1.77 1.25 2.63 3.47 252
WRC450-1-1/8 | 1-1/8 0.75 3.88 2 2 191 1.25 2.81 3.59 283
WRC450-1-1/4 | 1-1/4 0.88 4.44 2.22 231 2.17 1.44 3.13 4.13 438
WRC450-1-3/8 | 1-3/8 0.88 4.44 2.22 2.38 231 1.44 3.13 4.19 442
WRC450-1-1/2 | 1-1/2 0.88 494 2.38 2.59 2.44 1.44 341 4.44 544
WRC450-1-5/8 | 1-5/8 1 531 2.62 2.75 2.66 1.63 3.63 4.75 704
WRC450-1-3/4 | 1-3/4 1.13 5.75 2.75 3.06 2.92 1.81 3.81 5.24 934
WRC450-2 2 1.25 6.44 3 3.38 3.28 2 4.44 5.88 1300
WRC450-2-1/4 | 2-1/4 1.25 7.13 3.19 3.88 3.19 2 4.56 6.38 1600
WRC450-2-1/2 | 2-1/2 1.25 7.69 3.44 4.13 3.69 2 4.05 6.63 1900
WRC450-2-3/4 | 2-3/4 1.25 8.31 3.56 4.38 4.88 2 5 6.88 2300
WRC450-3 3 1.5 9.19 3.88 4.75 4.44 2.38 5.31 7.61 3100
WRC450-3-1/2 | 3-1/2 1.5 10.75 4.5 5.5 6 2.38 6.19 8.38 4000




DIN741 WIRE ROPE CLIPS(WRC741)

> Material SS304/316 Is Available
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WRC741-03 3 1/8 9 10 12 4 10 21 16 0.014
WRC741-05 5 3/16 11 11 13 5 10 23 19 0.015
WRC741-065 6.5 1/4 13 12 15 5 11 26 23 0.021
WRC741-08 8 5/16 16 14 19 6 15 30 28 0.041
WRC741-10 10 3/8 19 18 22 8 17 34 34 0.068
WRC741-11 11 7/16 20 19 22 8 18 36 36 0.072
WRC741-13 13 1/2 24 23 30 10 21 42 45 0.13
WRC741-14 14 9/16 25 23 30 10 22 44 47 0.135
WRC741-16 16 5/8 29 26 33 12 26 50 51 0.21
WRC741-19 19 3/4 32 29 38 12 30 54 63 0.28
WRC741-22 22 7/8 37 33 44 14 34 61 71 0.4
WRC741-26 26 1 41 35 45 14 37 65 81 0.44
WRC741-30 30 11/8 48 37 50 16 43 74 94 0.66
WRC741-34 34 11/4 52 42 55 16 50 80 104 0.85
WRC741-40 40 11/2 58 45 60 16 55 88 124 1.04

DIN1142 WIRE ROPE CLIPS(WRC1142)

>  Material SS304/316 Is Available

WRC1142-05 5 3/16 12 13 13 5 13 25 20 0.021
WRC1142-065 6.5 1/4 14 16 17 6 14 30 26 0.04
WRC1142-08 8 5/16 18 20 20 8 18 39 33 0.082
WRC1142-10 10 3/8 20 20 24 8 21 40 38 0.092
WRC1142-13 13 1/2 17 28 30 12 29 55 52 0.275
WRC1142-16 16 5/8 32 32 35 14 35 64 64 0.43
WRC1142-19 19 3/4 36 32 36 14 40 68 69 0.49
WRC1142-22 22 7/8 40 34 40 16 44 74 80 0.68
WRC1142-26 26 1 46 38 50 20 51 84 91 1.17
WRC1142-30 30 11/8 54 41 55 20 59 95 107 1.4

WRC1142-34 34 11/4 60 45 60 22 67 105 119 2.13
WRC1142-40 40 11/2 68 49 65 24 77 117 135 2.68




G401 FORGED CHAIN SWIVEL(G401)

» Meets the performance requirements of Federal
Specification RR-C-271D.

Safety factor: 5:1.

Providing safety and service

B e e
YA -
LelT T
47 A
R

G401-1/4 1.25 | 0.69 | 075 | 062 | 112 | 025 | 069 | 031 | 225 | 1.69 | 1.25 0.13
G401-5/16 5/16 1250 1.63 | 0.81 1 075 | 138 | 031 | 0.81 | 0.38 | 2.72 | 2.06 | 1.47 0.25
G401-3/8 3/8 2250 2 0.94 | 1.25 1 1.75 | 0.38 1 0.5 3.44 2.5 1.88 0.54
G401-1/2 1/2 3600 2.5 1.31 1.5 1.25 | 2.25 0.5 131 | 0.63 | 425 | 3.19 | 244 1.12
G401-5/8 5/8 5200 3 156 | 1.75 1.5 2.75 | 062 1.5 075 | 513 | 3.88 | 2.94 2.09
G401-3/4 3/4 7200 3.5 1.75 2 175 | 325 | 075 | 1.88 | 0.88 | 578 | 494 | 3.46 3.09

G402 REGULAR SWIVEL(G402)

> Meets the performance requirements of Federal
Specification RR-C-271D.

| B |- |l
¥ ||
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Safety factor: 5:1.

G402-1/4 1.25 0.69 0.75 1.06 0.69 0.31 2.94 1.69 0.21
G402-5/16 5/16 1250 1.63 0.81 1 1.25 0.81 0.38 3.56 2.06 0.39
G402-38 3/8 2250 2 0.94 1.25 1.5 1 0.5 4.31 2.5 0.71
G402-1/2 1/2 3600 2.5 1.31 1.5 2 1.31 0.63 5.44 3.19 1.32
G402-58 5/8 5200 3 1.56 1.75 2.38 1.5 0.75 6.56 3.88 2.49
G402-34 3/4 7200 3.5 1.75 2 2.63 1.88 0.88 7.19 4.31 4.02
G402-7/8 7/8 10000 4 2.06 2.25 3.06 2.13 1 8.39 5 6.25
G402-1 1 12500 4.5 231 2.5 3.5 2.38 1.13 9.63 5.75 8.95
G402-1-1/4 1-1/4 18000 5.63 2.69 3.13 3.69 3 1.63 11.44 6.75 16.37
G402-1-12 1-1/2 45200 7 3.88 4 4.19 4 2.25 17.13 10 45.79

G403 JAW END SWIVEL(G403)

» Meets the performance requirements of Federal
Specification RR-C-271D.

Safety factor: 5:1.

G402-1/4 1.25 | 069 | 075 | 069 | 0.69 | 047 | 1.03 | 031 | 088 | 025 | 263 | 1.69 | 169 0.21
G402-5/16 5/16 1250 | 163 | 081 1 081 | 08 | 05 | 113 | 038 | 088 | 031 [ 294 | 206 | 181 0.34
G402-3/8 3/8 2250 2 094 | 125 1 1 063 | 141 | 05 | 1.06 | 038 | 363 | 25 | 225 0.66
G402-1/2 1/2 3600 25 | 131 | 15 | 131 | 131 | 075 | 175 | 063 | 031 | 05 45 | 319 | 288 1.34
G402-5/8 5/8 5200 3 156 | 175 | 163 | 15 | 094 | 206 | 075 | 15 | 063 | 531 | 3.88 | 344 2.48
G402-34 3/4 7200 35 | 175 2 1.88 | 188 | 113 | 253 | 088 | 175 | 075 | 6.06 | 431 4 3.88
G402-7/8 7/8 10000 4 206 | 225 | 213 | 243 | 119 | 275 1 206 | 0.88 7 5 4.53 5.87
G402-1 1 12500 45 231 2.5 263 | 238 | 175 | 372 | 113 | 2.81 [ 113 | 856 | 575 | 594 9.84
G402-1-14 1-1/4 | 18000 | 569 | 2.69 | 3.3 | 3.3 3 206 | 431 | 163 | 281 | 138 | 975 | 7.06 | 638 15.75
G402-1-12 1-1/2 | 45200 7 3.88 4 5.63 4 2.88 6 225 | 444 | 225 | 1435 10 1084 54.75
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G414 HEAVY DUTY WIRE ROPE THIMBLE(G414)

»  Stainless Steel 304/306 Is Available

Ir

F

- >

T

G414-1/4 1/4 2.19 1.63 1.5 0.88 0.41 0.28 0.06 0.23 0.0675
G414-5/16 5/16 25 1.88 1.81 1.06 0.5 0.34 0.08 0.28 0.1125
G414-3/8 3/8 2.88 2.13 2.13 1.13 0.63 0.41 0.11 0.34 0.25
G414-7/16 7/16 3.25 2.38 2.38 1.25 0.72 0.47 0.13 0.38 0.30
G414-1/2 1/2 3.63 2.75 2.75 1.5 0.81 0.53 0.14 0.41 0.51
G414-9/16 9/16 3.63 2.75 2.69 15 0.88 0.59 0.14 0.41 0.51
G414-5/8 5/8 4.25 3.25 3.13 1.75 0.97 0.66 0.16 0.5 0.75
G414-3/4 3/4 5 3.75 3.81 2 1.22 0.78 0.22 0.66 1.47
G414-7/8 7/8 5.5 4.25 4.25 2.25 1.38 0.94 0.22 0.75 1.75

G414-1 1 6.13 4.5 4.94 2.5 1.56 1.06 0.25 0.88 2.75
G414-1-1/8 1-1/8-1-1/4 7 5.13 5.88 2.88 1.81 1.31 0.25 1.13 4.00
G414-1-1/4 1-1/4-1-3/8 9.06 6.5 6.81 35 2.19 1.44 0.38 1.13 8.17
G414-1-3/8 1-3/8-1-1/2 9 6.25 7.13 35 2.56 1.56 0.5 1.13 11.75
G414-1-5/8 1-5/8 11.25 8 8.13 4 2.72 1.72 0.5 1.38 17.00
G414-1-3/4 1-3/4 12.19 9 8.5 4.5 2.84 1.84 0.5 1.31 17.75

G414-1-7/8 -2 1-7/8-2 15.13 12 10.38 6 3.09 2.09 0.5 1.5 25.00
G414-2-1/4 2-1/4 17.13 14 11.38 7 3.63 2.38 0.63 1.63 39.50

G411 WIRE ROPE THIMBLE(G411)

»  Stainless Steel 304/306 Is Available

G414-1/4 1/4 2.19 1.63 1.5 0.88 0.41 0.28 0.06 0.23 0.00675
G414-5/16 5/16 2.5 1.88 1.81 1.06 0.5 0.34 0.08 0.28 0.01125
G414-3/8 3/8 2.88 2.13 2.13 1.13 0.63 0.41 0.11 0.34 0.025
G414-7/16 7/16 3.25 2.38 2.38 1.25 0.72 0.47 0.13 0.38 0.030
G414-1/2 1/2 3.63 2.75 2.75 1.5 0.81 0.53 0.14 0.41 0.051

G414-9/16 9/16 3.63 2.75 2.69 1.5 0.88 0.59 0.14 0.41 0.051
G414-5/8 5/8 4.25 3.25 3.13 1.75 0.97 0.66 0.16 0.5 0.075
G414-3/4 3/4 5 3.75 3.81 2 1.22 0.78 0.22 0.66 0.147
G414-7/8 7/8 5.5 4.25 4.25 2.25 1.38 0.94 0.22 0.75 0.175

G414-1 1 6.13 4.5 4.94 2.5 1.56 1.06 0.25 0.88 0.275
G414-1-1/8 1-1/8-1-1/4 7 5.13 5.88 2.88 1.81 1.31 0.25 1.13 0.400




BS464 WIRE ROPE THIMBLE(BS464)

»  Stainless Steel 304/306 Is Available

Providing safety and service
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BS464-5/16 5/16 5/32 7/8 1-1/2 1/2 15/16 | 2-1/8 | 5/32 5/16 1-3/16 0.076
BS464-3/8 3/8 1/4 1 1-7/8 9/16 1-1/2 | 2/1/2 | 3/16 13/32 1-3/8 0.09
BS464-7/16 7/16 5/16 [1-1/8 | 2-1/8 1-1/16 | 1-1/2 | 2-7/8 | 3/16 1/2 1-1/2 0.12
BS464-1/2 1/2 5/16 |1-1/4| 2-5/16 | 1-3/16 | 1-3/4 | 3-1/8 | 7/32 9/16 1-11/16 0.189
BS464-9/16 9/16 5/16 |1-1/4| 2-5/16 | 1-3/16 | 1-3/4 | 3-1/8 | 7/32 9/16 1-11/16 0.189
BS464-5/8 5/8 11/32 [1-5/8 [ 2-15/16 7/8 2-5/16 | 3-7/8 | 5/16 5/8 2-1/4 0.34
BS464-11/16 11/16 3/8 1-3/4| 3-1/8 1-1/8 | 2-5/8 | 4-1/4 | 5/16 3/4 2-3/8 0.34
BS464-3/4 3/4 7/16 2 3-5/8 1-1/8 | 2-7/8 | 4-7/8 3/8 13/16 2-3/4 0.575
BS464-7/8 7/8 1/2 2-1/4 4 1-1/4 | 3-1/4 | 4-7/8 3/8 7/8 3 0.756
BS464-15/16 15/16 1/2 2-1/2 | 5-11/16 | 1-5/16 | 3-5/8 [ 5-3/4 | 13/32 1 3-5/16 1.25
BS464-1 1 9/16 |[2-3/4| 5-11/16 | 1-3/8 | 4-1/4 | 6-3/8 | 13/32 | 1-1/16 3-9/16 1.25
BS464-1-1/8 1-1/8 5/8 3 5-1/4 1-1/2 | 4-3/8 7 1/2 1-1/8 4 1.51
BS464-1-1/4 1-1/4 5/8 |3-3/4 6 1-5/8 | 5-1/4 | 7-3/4 1/2 1-5/16 4-3/4 2.04
BS464-1-3/8 1-3/8 3/4 14-1/8| 6-7/8 1-7/8 6 9 5/8 1-1/2 5-3/8 2.4
BS464-1-1/2 1-1/2 15/16 | 4-1/2 | 7-3/4 2-1/8 | 6-1/2 10 11/16 1-5/8 5-7/8 3.5
BS464-1-5/8 1-5/8 15/16 [4-1/2 | 7-3/4 2-3/16 | 6-1/2 10 11/16 | 1-11/16 5-7/8 4
BS464-1-3/4 1-3/4 1 5 9 2-1/4 7 11-1/4 1 2 7 6
BS464-1-7/8 1-7/8 1-1/8 |5-1/4| 9-3/4 2-5/8 | 7-1/2 | 12-1/2 | 1-1/8 2-3/8 7-1/2 8
BS464-2 2 1-3/16 [ 5-1/2 | 10-1/8 2-3/4 8 13 1-1/8 2-1/4 7-3/4 8.3

DIN6899 A WIRE ROPE THIMBLE(DIN6899 A)

>  Stainless Steel 304/306 Is Available

6899A-2.5 2.5 3 21.5 10 0.0014
6899A-3 3 3.5 23.5 11 0.0035
6899A-3.5 3.5 4 26.5 12 0.0038
6899A-4 4 5 28.5 13 0.0042
6899A-5 5 6 30 14 0.008
6899A-6 6 7 33 15 0.0081
6899A-7 7 8 35 16 0.011
6899A-8 8 9 39 18 0.017
6899A-9 9 10 43 20 0.021
6899A-10 10 11 47.5 22 0.035
6899A-11 11 12 515 24 0.037
6899A-12 12 13 56.5 26 0.0525
6899A-13 13 14 61 28 0.0725
6899A-15 15 16 69.5 32 0.0833
6899A-16 16 18 78 35 0.179
6899A-18 18 20 86.5 40 0.27
6899A-20 20 22 90 44 0.355

6899A-24/26 24/26 26 95 48 0.52




http://www.desolifting.com

DIN6899 B WIRE ROPE THIMBLE(DIN6899 B)

>

Stainless Steel 304/306 Is Available

6899B-2.5 2.5 3 19 12 1.6 0.005
6899B-3.5 3.5 4 21 13 1.6 0.008
6899B-4 4 5 23 14 1.9 0.01
6899B-5 5 6 25 16 2.4 0.016
6899B-6 6 7 28 18 2.4 0.019
6899B-7 7 8 32 20 2.8 0.03
6899B-9 9 10 38 24 3.1 0.047
6899B-11 11 12 45 28 3.3 0.068
6899B-13 13 13 48 30 3.3 0.08
6899B-13B 13 14 51 32 3.7 0.1
6899B-15 15 16 58 36 3.8 0.145
6899B-16 16 17 61 38 4.7 0.18
6899B-17 17 18 64 40 4.7 0.2
6899B-18 18 20 72 45 5.7 0.29
6899B-20 20 22 80 50 5.7 0.32
6899B-22 22 24 90 56 6.5 0.47
6899B-24 24 26 99 62 6.8 0.59
6899B-26 26 28 112 70 8 0.8
6899B-28 28 30 120 75 8 1.1
6899B-30 30 32 128 80 8 1.23
6899B-32 32 34 152 95 8.5 1.56
6899B-34 34 36 160 100 8.5 1.76
6899B-36 36 38 176 110 8.5 1.92
6899B-38 38 40 184 115 10.5 2.92
6899B-40 40 42 192 120 10.5 3.2
6899B-42 42 45 240 150 10.5 3.64
DIN3091 HEAVY DUTY WIRE ROPE THIMBLE kS
!.I/
(DIN3091) T
1
»  Stainless Steel 304/306 Is Available ’L

3091-8 8 9 15 40 14 0.122
3091-10 10 11 17.5 50 18 0.23
3091-12 12 13 20 60 21 0.365
3091-14 14 16 23.5 70 25 0.625
3091-16 16 18 26 80 28 0.792
3091-18 18 20 28.5 90 31 1.042
3091-20 20 22 31 100 35 1.51
3091-22 22 24 33.5 110 38 2.144
3091-24 24 26 36 120 41 2.95
3091-26 26 29 39.5 130 44 3.491
3091-28 28 31 42 140 47 4.093
3091-32 32 35 47 160 53 5.808
3091-36 36 40 53 180 59 9
3091-40 40 44 58 200 65 12.74




Providing safety and service

DIN5299 FORM A SNAP HOOK WITH EYELET

(DIN5299 A)

»  Electrogalv

»  Stainless Steel 304/306 Is Available

5299A-04 4x40 80 4 20 40 5 7 0.0085
5299A-05 5x50 100 5 25 50 5 7 0.018
5299A-06 6x60 140 6 30 60 5 8 0.03
5299A-07 7x70 200 7 35 70 7 8 0.05
5299A-08 8x80 250 8 40 80 10 9 0.07
5299A-09 9x90 280 9 45 90 10 10 0.098
5299A-10 10x100 400 10 50 100 13 11 0.142
5299A-11 11x120 500 11 57 120 13 16 0.21
5299A-12 12x140 600 12 67 140 15 19 0.275
5299A-13 13x160 700 13 74 160 17 25 0.358
DIN5299 FORM B SNAP HOOK (DIN5299 B)

>  Electrogalv

»  Stainless Steel 304/306 Is Available

5299B-05 5x50 100 5 25 50 7 0.017
5299B-06 6x60 140 6 30 60 8 0.025
5299B-07 7x70 200 7 35 70 8 0.044
5299B-08 8x80 250 8 40 80 9 0.066
5299B-09 9x90 280 9 45 90 10 0.093
5299B-10 10x100 400 10 50 100 11 0.13
5299B-11 11x120 500 11 57 120 16 0.185
5299B-12 12x140 600 12 67 140 19 0.25




DIN5299 FORM C SNAP HOOK(DIN5299 C)

»  Electrogalv

»  Stainless Steel 304/306 Is Available
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5299C-04 4x40 80 4 20 40 7 7 0.006
5299C-05 5x50 100 5 25 50 8 7 0.016
5299C-06 6x60 140 6 30 60 9 8 0.028
5299C-07 7x70 200 7 35 70 10 8 0.045
5299C-08 8x80 250 8 40 80 12 9 0.063
5299C-09 9x90 280 9 45 90 12 10 0.09
5299C-10 10x100 400 10 50 100 15 11 0.125
5299C-11 11x120 500 11 57 120 18 16 0.192
5299C-12 12x140 600 12 67 140 20 19 0.25
5299C-13 13x160 700 13 74 160 22 25 0.35
5299C-14 14x180 900 14 86 180 22 35 0.455
DIN5299 FORM D SNAP HOOK(DIN5299 D)

»  Electrogalv

»  Stainless Steel 304/306 Is Available

5299D-04 4x40 80 4 20 40 7 7 0.008
5299D-05 5x50 100 5 25 50 8 7 0.02
5299D-06 6x60 140 6 30 60 9 8 0.03
5299D-07 7x70 200 7 35 70 10 8 0.0
5299D-08 8x80 250 8 40 80 12 9 0.075
5299D-09 9x90 280 9 45 90 12 10 0.098
5299D-10 10x100 400 10 50 100 15 11 0.16
5299D-11 11x120 500 11 57 120 18 16 021
5299D-12 12x140 600 12 67 140 20 19 0.27
5299D-13 13x160 700 13 74 160 22 25 0.36
5299D-14 14x180 900 14 86 180 22 35 0.51




Providing safety and service

DIN5299 FORM E SNAP HOOK(DIN5299 E)

»  Electrogalv

»  Stainless Steel 304/306 Is Available

5299E-05 5x50 100 5 25 50 8 7 0.021
5299E-06 6x60 140 6 30 60 9 8 0.02
5299E-07 7x70 200 7 35 70 10 8 0.05
5299E-08 8x80 250 8 40 80 12 9 0.07
5299E-09 9x90 280 9 45 90 12 10 0.099
5299E-10 10x100 400 10 50 100 15 11 0.162
5299E-11 11x120 500 11 57 120 18 16 0.22
5299E-12 12x140 600 12 67 140 20 19 0.2

5299E-13 13x160 700 13 74 160 22 25 0.37

STEEL OBLIQUE ANGLE SNAP HOOK(OASH)

»  Electrogalv

»  Stainless Steel 304/306 Is Available

OASH-05 5x50 100 5 50 8 9 0.018
OASH-06 6x60 140 6 60 9 10 0.028
OASH-08 8x80 250 8 80 12 13 0.068
OASH-10 10x100 400 10 100 15 18 0.136
OASH-11 11x120 500 11 120 15 24 0.194




QUICK LINK(OL)

»  Electrogalv

»  Stainless Steel 304/306 Is Available
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OL-035 3.5 220 17 10 5 3.5 36 29 11 0.008
OL-04 4 440 19.5 11.5 5.5 4 39.5 31.5 125 0.012
OL-05 5 660 23 13 6.5 5 48.5 35.5 16 0.021
OL-06 6 880 26.5 14.5 7.5 6 57 45 19 0.035
OoL-07 7 1300 30 16 8.5 7 66 52 215 0.054
OL-08 8 1760 335 17.5 10.5 8 74 58 24 0.075
OL-09 9 2200 37 19 11 9 80 62 26 0.105
OL-10 10 2640 40.5 20.5 12 10 89 69 29 0.135
OL-12 12 3300 47.5 23.5 15 12 104.5 80.5 33 0.228
OL-14 14 6100 54.5 26.5 17 14 121 93 38.5 0.35
OL-16 16 8000 61.5 29.5 19 16 140 108 45 0.5

PEAR SHAPED QUICK LINK(PSOL)

»  Electrogalv

»  Stainless Steel 304/306 Is Available

PSOL-06 6 550 42.5 14 6 80 25 0.052
PSOL-08 8 1210 50.8 17 8 100 315 0.15
PSOL-10 10 1320 63.5 20.5 10 117 36 0.2

PSOL-12 12 2425 76 23 12 140 43 0.32







CHONGQING DESO LIFTING CO.,LTD

Add: 9-7, No.2 Hongjin Street, Yubei District, Chongqing, China
Tel: +86 23 68953066

Fax:+86 23 68953166

Email: donsion@donsion.com / sales@donsion.com
Web:www.desolifting.com



